particle removal . . X .
water removal . . . .
performance i reduction ® @ A &
vamnish remaval . . A .
Model No, SYVEl SYVE2 | SYVE3 | SYVE4 | SYVF! | SYVF2 | SYWF3 SYVF4 | SYwW1 | SYW2 | SYV3 | Syv4 | SYVEFI| SYVEFR2 [SYVEF3 SYVEF4
e width 1700 1250 1550 | 1550 | 1050, 1150 | 1250 1350 | 1400 1200 1300 | 1300| 1700| 1250 | 1550 1550
(e length 850 1450 1450 1450 950 1100 1200 1200| 80 900 1100 1100| 850 1450 | 1450 1450
height 1790 1820 2020 | 2080 | 1808/ 1835| 2016 2123 | 1837 | 182 1970| 2076| 1790( 1820 | 2020 2080
weight (MAX. Kg) 500 760 960 1100 550 650 800 900| 500 600 750 850, 640 810 | 1010 1150
power consumption (MAX, Kw) 12 15 25 30 12 15 25 30 12 15 25 30 12 15 25 30
noise level  (MAX. db) 80 80 80 80
allowable viscosity (MAX cst) 760 760 760 760
heater capasity (Kw) 75 75 10| wBo| 75| 75| w0 60| 75 75 50| o| 75[_75] 150 150
vacuum condition  (MAX, Torr,abs) 30 30 30 30
suction pipe size  (PT) =147 14 =2 | =20 | 1T | =147 | 1=1/27  1=1/27 | 14T 14T 1720 | =20 | =A==t 1=
dischargs pipe size 1* 1" 1-1/4" | 1-1/4° 15 i 1-1/4"  1/4" 1" 1* 1-1/4" | 1/4° 1" 1" 1-1/4"  1-/4
flux capacity (MAX, |PH) 2180 4210 5180 7.020| 2160 4210 5160 7020, 2160 4210 5160 | 7.020| 2160| 4210| 5160 7020
5 ; ®  Dual high degree vacuum
m Dual high degree vacuum m Dual high degree vacuum
flushing method a Eioctro-absorption u Cartridge fiter (32200} m Dual high degree vacuum B Electro-absorption
® Cartridge fiter (3>200)
recommended of tank's capacity (MAX, L) | 2,000 | 10,000 | 30,000 | 60,000 | 2,000 | 10,000 | 30,000 60,000 | 2000 10,000 30,000 | 60,000 | 2,000 [10,000] 30,000 60,000

real time detector (option}

detecting contamination |(NAS/ ISQ), water (%)




